




Fire-fighting
equipment/instructions

Wear full protective clothing, including helmet, self-contained positive pressure or pressure
demand breathing apparatus, protective clothing and face mask. Withdraw immediately in case of
rising sound from venting safety devices or any discoloration of tanks due to fire. Fight fire from
maximum distance or use unmanned hose holders or monitor nozzles. Move containers from fire
area if you can do it without risk. In the event of fire, cool tanks with water spray. Cool containers
exposed to flames with water until well after the fire is out. For massive fire, use unmanned hose
holders or monitor nozzles; if this is impossible, withdraw from area and let fire burn. Vapors may
form explosive air mixtures even at room temperature. Prevent buildup of vapors or gases to



8. Exposure controls/personal protection
Occupational exposure limits

US. OSHA Specifically Regulated Substances (29 CFR 1910.1001-1050)

ValueTypeComponents

STEL 5 ppmBenzene (CAS 71-43-2)
TWA 1 ppm

US. OSHA Table Z-1 Limits for Air Contaminants (29 CFR 1910.1000)

ValueTypeComponents

PEL 435 mg/m3Ethylbenzene (CAS
100-41-4)

100 ppm
PEL 435 mg/m3Xylene (o, m, p isomers)

(CAS 1330-20-7)
100 ppm

US. OSHA Table Z-2 (29 CFR 1910.1000)

ValueTypeComponents

Ceiling 25 ppmBenzene (CAS 71-43-2)
TWA 10 ppm
Ceiling 20 ppmHydrogen sulfide (CAS

7783-06-4)
Ceiling 300 ppmToluene (CAS 108-88-3)
TWA 200 ppm

US. ACGIH Threshold Limit Values

ValueTypeComponents





Initial boiling point and boiling
range

Not available.

Flash point Not available.

Evaporation rate Not available.

Flammability (solid, gas) Not available.

Upper/lower flammability or explosive limits

Flammability limit - lower
(%)

1 %

Flammability limit - upper
(%)

8 %

Explosive limit - lower (%) Not available.

Explosive limit - upper (%) Not available.

Vapor pressure





Further information Symptoms may be delayed. Hydrogen sulfide, a highly toxic gas, may be present. Signs and
symptoms of overexposure to hydrogen sulfide include respiratory and eye irritation, dizziness,





Xylene (o, m, p isomers) (CAS 1330-20-7) LISTED

Superfund Amendments and Reauthorization Act of 1986 (SARA)
Hazard categories Immediate Hazard - No

Delayed Hazard - No
Fire Hazard - No
Pressure Hazard - No
Reactivity Hazard - No

SARA 302 Extremely hazardous substance

Not listed.

SARA 311/312 Hazardous
chemical

Yes

SARA 313 (TRI reporting)
Chemical name CAS number % by wt.



Ethylbenzene (CAS 100-41-4)
Toluene (CAS 108-88-3)

International Inventories

Country(s) or region Inventory name On inventory (yes/no)*
Australian Inventory of Chemical Substances (AICS) NoAustralia


