




Unsuitable extinguishing
media

Do not use a solid water stream as it may scatter and spread fire.

Specific hazards arising from
the chemical

Vapors can flow along surfaces to distant ignition source and flash back. Sensitive to static
discharge. Vapor may cause flash fire.

Special protective equipment
and precautions for firefighters

Wear full protective clothing, including helmet, self-contained positive pressure or pressure
demand breathing apparatus, protective clothing and face mask.

Fire-fighting
equipment/instructions

Wear full protective clothing, including helmet, self-contained positive pressure or pressure









Test ResultsComponents Species

Hydrogen sulfide (CAS 7783-06-4)

LC50 Rat
Inhalation
Acute

> 0.38 mg/l, 960 Minutes

Naphthalene (CAS 91-20-3)

LD50 Rabbit
Dermal
Acute

> 2 g/kg

LD50 Rat
Oral

490 mg/kg

Skin corrosion/irritation Prolonged or repeated skin contact may cause drying, cracking, or irritation.

Serious eye damage/eye
irritation

Based on available data, the classification criteria are not met.

Respiratory or skin sensitization

Respiratory sensitization Based on available data, the classification criteria are not met.

Skin sensitization Based on available data, the classification criteria are not met.

Germ cell mutagenicity May cause heritable genetic damage. In in-vitro experiments benzene did not change the number










