








Derived no effect levels (DNELs)

General population

NotesAssessment factorValueComponents

Fuels, diesel (CAS 68334-30-5)

Long-term, Systemic, Dermal 401.25 mg/kg
Long-term, Systemic, Inhalation 12.5 developmental toxicity /

teratogenicity
20.22 mg/m3

Long-term, Systemic, Oral 40 Repeated dose toxicity1.25 mg/kg
Short-term, Systemic, Inhalation 12.5 Acute toxicity2572.8 mg/m3

Workers



Boiling point or initial boiling
point and boiling range

> 150 - < 385 °C (> 302 - < 725 °F)

Flammable liquid and vapour.Flammability

Upper/lower flammability or explosive limits

Explosive limit - lower ( �×%) 0.6 % v/v

Explosive limit – upper
(%)                                         

6 % v/v

Flash point 38 °C (100.4 °F) Pensky-Martens Closed Cup (Minimum)

Auto-ignition temperature Not determined.

Decomposition temperature Not determined.

pH Not determined.

Kinematic viscosity Not determined.

Solubility

Solubility (water) Insoluble.

Partition coefficient
(n-octanol/water) (log value)

Not determined.

Vapour pressure Not determined.

Density and/or relative density

Relative density < 0.79 (15°C)

Vapour density Not determined.

Particle characteristics Not applicable, material is a liquid.

9.2. Other information

No relevant additional information available.9.2.1. Information with regard
to physical hazard classes

9.2.2. Other safety characteristics
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IMDG
UN199314.1. UN number
FLAMMABLE LIQUID, N.O.S. (Kerosine (petroleum), Gasoils)14.2. UN proper shipping

name

3Class
14.3. Transport hazard class(es)
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