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SECTION 1: Identification of the substance/mixture and of the company/undertaking

1.1. Product identifier

Name of the substance Residual Fuel Oils -  All Grades (Refer to Synonyms for Product Name)

649-024-00-9 (Index number)Identification number

01-2119474894-22-0031Registration number

No.6 Fuel Oil * Bunker Fuel Oil 180 - 380 cst.Synonyms

2003SDS number

1.2. Relevant identified uses of the substance or mixture and uses advised against
Distribution, formulation and repackaging of substances, used as fuel, manufacturing.Identified uses

All other uses.Uses advised against

1.3. Details of the supplier of the safety data sheet

Supplier

Valero Energy (Ireland) LtdCompany name

1st Floor, Block B

D22 X0Y3, QuarryvaleAddress

Ireland

01/210 345 4593 (General information; US)Telephone

CorpHSE@valero.come-mail

Industrial HygienistContact person

0044/(0)18 65 4073331.4. Emergency telephone
number

1.39.84er









SECTION 9: Physical and chemical properties
9.1. Information on basic physical and chemical properties

Liquid.Physical state

Liquid.Form

Black.Colour

Petroleum.Odour

Melting point/freezing point Not determined.

Boiling point or initial boiling
point and boiling range

> 160 - < 600 °C (> 320 - < 1112 °F)

Combustible.Flammability

Upper/lower flammability or explosive limits

Explosive limit - lower ( �×%) Not determined.

Explosive limit – upper
(%)                                         

Not determined.

Flash point 62 °C (143.6 °F) Pensky-Martens Closed Cup

Auto-ignition temperature 263 °C (505.4 °F)

Decomposition temperature Not determined.

pH Not determined.

Kinematic viscosity >= 3.6 - < 396 mm2/s (100 °C (212 °F))

Solubility

Solubility (water) Insoluble in water.

Partition coefficient
(n-octanol/water) (log value)

Not applicable.

Vapour pressure < 0.04 psi estimated

Density and/or relative density

Density > 840 - < 1100 kg/m³ (15 °C)

Vapour density > 1 estimated

Particle characteristics Not applicable.

9.2. Other information

No relevant additional information available.9.2.1. Information with regard
to physical hazard classes

9.2.2. Other safety characteristics

Viscosity > 10 - < 55 mm²/s (100°C)

SECTION 10: Stability and reactivity
The product is stable and non-reactive under normal conditions of use, storage and transport.10.1. Reactivity

Material is stable under normal conditions.10.2. Chemical stability
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Yes14.5. Environmental hazards
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