


Label according to Regulation (EC) No. 1272/2008 as amended

Contains: Fuels, diesel, Gasoline, Kerosine (petroleum)

Hazard pictograms

Signal word Danger

Hazard statements

H224 Extremely flammable liquid and vapour.
H304 May be fatal if swallowed and enters airways.
H315 Causes skin irritation.
H332 Harmful if inhaled.
H336 May cause drowsiness or dizziness.
H340





Keep unnecessary personnel away. Wear appropriate protective equipment and clothing during
clean-up. Remove all possible sources of ignition in the surrounding area. Eliminate all ignition
sources (no smoking, flares, sparks, or flames in immediate area). Transfer by mechanical means
such as vacuum truck to a salvage tank or other suitable container for recovery or safe disposal.

she sSDS



Occupational exposure limits

Ireland. Occupational Exposure Limits
ValueComponents Type

TWA 100 mg/m3Fuels, diesel (CAS
68334-30-5)

STEL 500 ppmGasoline (CAS 86290-81-5)

TWA 300 ppm

No biological exposure limits noted for the ingredient(s).Biological limit values

Follow standard monitoring procedures.Recommended monitoring
procedures

Not available.Derived no effect levels



Upper/lower flammability or explosive limits

Explosive limit - lower ( �×%) 0.6 % v/v

Explosive limit – upper
(%)                                         

7.6 % v/v

Flash point -40 °C (-40 °F) (Minimum)

Auto-ignition temperature Not deFmined.) Not deFmined.) Not deFmined.) Not deFmined.)%)










